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4 Kanal Universal-Schnell-
Ladegerat fur NiMH und NiCd Akkus
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Abbildung 3 Abbildung 4
Modus: Modus:
Erhaltungsladung Entladung
auBer E-Block 9V/8,4V
Dieses Universal-Schnell-Ladegerat hat 4 Kanale zum Laden AAA AAC. D] EBiockSVIBAV
von Mikro R03/AAA/UM4, Mignon R6/AA/UM3, Baby R14/ B Pma
C/UM2, Mono R20/D/UM1, und 2 Kanile fiir E-Block 9V /8,4 V. = —
7 L y indestladezeiten:
Der eingebaute Batterietester zeigt den Ladezustand der T
Akkus an. Fiir jede unterschiedliche Batterietype kann die Akku Type |—orre=— = o0
Ladezeit eingestellt werden. Wird die voreingestellte Zeit Micro R03 | 650 mAh | 180 mAh
erreicht, schaltet das Gerat automatisch von Schnell-Ladung AAA /UM4 3h 3h
auf Erhaltungsladung um. Dadurch wird sichergestellt, dass IR I (509 A
die Uberladung der Akkus eingeschrankt wird. Baby R14 | 3000 mAh | 1.200 mAh
C/Uum2 24h 9h
Technische Daten: Eingang: 230V ~50Hz. 9,6 W Mg?%ﬁfo 30024rT1Ah 1.2090hmAh
Ausgang: 4x1,2VDC__furAAA,AA, C, D Akkus E-Block 9V | 150 mAh | 100 mAh
2x9VDCfiirE-Block9V/8,4V 6F22/006P| 9-16h 5-11 h
Best.-Nr. Artikel MaRe in mm Stiick Verpackung Gewicht EAN
1 Stk. per Karton 0,69 kg
500LG398 LG398GS L220 x B113 x H60 30 Stk. per Exportkarton | 21,50 kg 24533690
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4 Channels Universal-Fast-
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Charger for NIMH and NiCd Batteries

Dischargeable W
Selectable Timer
Build-in Battery Tester

This Universal-Fast-Charger has 4 channels for charging Micro
RO3/AAA/UM4, Mignon R6/AA/UM3, Baby R14/C/UM2 and Mono
R20/D/UM1 and 2 channels for E-Bloc 9 V / 8,4 V batteries. The
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Fig 1 Fig 2
Fast Charging Mode
for AAA,AA,C,D
batteries

Fast Charging Mode
forE-Bloc9V/84V
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Fig 3 Fig 4

Trickle Charging Mode
besides E-Bloc 9V/8,4V

Discharge Mode

AAA,AA,C,D| E-Bloc9V/84V
250 mA 13 mA
50 mA 13 mA

Charge Current
Trickle Current

build-in battery tester provides the battery status. Based on  Charge Time Table:
different battery capacity, the time of charging requirement can Battery CHARGE TIME
be selected. When the pre-set time is reached, the charger will M_TypeR03 65NOIM';I-\h 18’;"":\ -
automatically switch to trickle charge from fast charge mode. It R T D
ensures that the damage of the batteries caused by overcharging Mignon R6 | 1.700 mAh | 500 mAh
will be minimized. AA/UM3 9 hrs 3 hrs
Baby R14 | 3000 mAh | 1.200 mAh
Technical Specification: C / UM2 24 hrs 9 hrs
Input Voltage: 230VAC~50Hz. 9,6 W MST% mo 3020‘:) l:nAh 1.23(:1 mAh
. H rs rs
Output Voltage: ;x ;,\2/\63? foEAéAI«A, QC,I(é,fvbatterles EBloc 8V - E0HAT NN
X orE-oloc ) 6F22/006P | 9-16hrs | 5-11hrs
Order-No. Article Dimension in mm Pc. Packing Weight EAN
1 pc. per carton 0,69 kg
500LG398 LG398GS L220 x W113 x H60 30 pes. per export carton | 21,50 kg 24533690
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