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LG-V-680
¥/ e Universal-Charger
LG-V-629A I | with discharging function
Universal-Charger G GS/TUV tested, CE
with discharging function and tester 1

GS/TUV tested, CE

|  LG-1-2888

Plug-in FAST-Charg
GS/TUV tested, CE

FOR BATTERIES NiMH + NiCd

CHARGERS FOR BATTERIES NiMH AND NiCd

Type LG-V-629A LG-V-2888 LG-V-680
Designation Universal-Charger Plug-in FAST- Charger Universal-Charger
Art.-No. 500LG629 500LG288 500LG680
EAN-Code 9007325506294 9007325502883 9007325506805
Dimensions L205/W102/H54 L100/W69,5/H76 L160/W145/H51
Package 1/30 1125150 1/10/30

EAN-Code package 9007325506294 9007325502883 9007325506805
Weight per piece 487 ¢ 235¢ 588 ¢

Weight package 530 ¢ 265¢ 656 ¢

Type LG-V-629A: For NiMH- and NiCd Batteries with test & single charge function. With discharging function. Recharges 1 to 4 size Mono R20
(D, UM1), Baby R14 (C, UM2), Mignon R6 (AA, UM3), Micro R03 (AAA, UM4), or 1 to 2 pcs. Compact 6F22/9V (these batteries cannot be
discharged). The yellow LED lamp indicates proper discharge. The red LED lamps indicate proper charge. Cable connection 1,5 m with
European-plug. Output; 4 x (1,2V DC 120 mA, 0,144 VA) 2 x (9V DC 14 mA, 0,126 VA). Input: 230 V ~ 50 Hz. GS/TUV tested, CE.

Type LG-V-2888: For NiMH- and NiCd Batteries for FAST charging of 2 to 4 pes. Mignon R6 (AA/UMS3), Micro R03 (AAA, UM4), 1 to 2 pes. Compact 6F22/9V.
Output: R6 - 2 x (2,8 V DC 150 mA, 0,42 VA), R03 - 2 x (2,8 V DC 50 mA, 0,14 VA), 6F22/9V - 2 x {9V DC 16 mA, 0,14 VA). Input: 230 V ~ 50 Hz., 4,6 W.
GS/TUV tested, CE.

Type LG-V-680: For NiMH- and NiCd Batteries with single charge function. Integrated discharge function for all sizes of batteries except 9V cells. Recharges 1
to 4 pes. Monoe R20 (D, UM1), Baby R14 (C, UM2), Mignon R6 (AA, UM3), Micro R03 (AAA, UM4), or 1 to 2 pes. Compact 6F22/9V (this battery cannot be
discharged). Green LED lamps indicate proper discharge. Red LED lamps indicate proper charge. Cable connection 1,5 m with European plug. Output: RO3 -
4 x (1,4 V DC 55 mA, 0,08 VA), R6/R14/R20 - 4 x (1,4 V DC 65 mA, 0,23 VA), 6F22/9V - 2 x (9 V DC 13 mA, 0,12 VA). Input: 230 V ~ 50 Hz., 7 W. GS/TUV
tested, CE.
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