EUROPOWER' ;-

LG-V-1299
Universal-FAST-Charger
with discharge function, FAST
LG-V-670 charge function and automatic
Universal-Charger switch for TRICKLE charge
with discharge function GS/TUV tested, CE:
and charge function y
GS/TUV tested, CE

FOR BATTERIES NiCd

CHARGERS F OR B ATTERIES NicCd

Type LG-V-670 LG-V-1299

Designation Universal-Charger Universal-FAST-Charger
Art.-No. 500LG670 500LG299

EAN-Code 9007325506706 9007325512998
Dimensions L185/W89/H50 L230/W115/H73

Package 1/30 1110120

EAN-Code package 9007325506706 9007325512998

Weight per piece 475 ¢ 1134 g

Weight package 524 ¢ 1222 ¢

Type LG-V-670: Universal-Charger with discharge function and charge function for all sizes of batteries except 9V cells. Recharges 1 to 4 pes.
Mono R20 (D, UM1), Baby R14 (C, UM2), Mignon R6 {AA, UM3), Micro R03 {AAA, UM4), or 1 to 2 pcs. Compact 6F22/9V (this battery cannot
be discharged). Yellow LED lamp indicates proper discharge. red LED lamps indicate proper charge. Cable connection 1,5 m with European-
plug. Output: 4 x (1,2V DC 120 mA, max. 0,14 VA) 2 x (9V DC 30 mA, max. 0,27 VA). Input: 230 V ~ 50 Hz. GS/TUV tested, CE.

Type LG-V-1299: Universal-Charger with discharging function, FAST charge function and automatic switch for TRICKLE charge. For 1 to 4 pes.
Mono R20 (D, UM1), Baby R14 (C, UM2), Mignon R6 (AA, UM3), Micro R03 (AAA, UM4), or 1 to 2 pcs. Compact 6F22/9V (these batteries can-
not be discharged and have no automatic switch for TRICKLE charge). Green LED lamp indicates proper discharge. Indicating red LED lamps
indicate proper charge. Red LED lamps indicate proper TRICKLE charge. Cable connection 1,5 m with European-plug. Output: R20/D, R14/C -
4 x (1,5V DC 600mA, 0,9 VA), R6/AA - 4 x (1,5 V DC 200 mA, 0,3 VA), RO3/AAA - 4 x (1,5V DC 60 mA, 0,09 VA) - Charging time 4 hrs.;
6F22/9V - 2 x (9V DC 11 mA, 0,1 VA) -Charging time 15 hrs. Input: 230 V ~ 50 Hz. GS/TUV tested, CE.
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